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1
METHODS AND SYSTEMS OF ADJUSTING
ANTENNA ELECTRICAL TILT

CROSS-REFERENCE TO RELATED
APPLICATION

The present non-provisional patent application claims the
benefit of U.S. provisional patent application No. 61/901,
056 filed on Nov. 7, 2013. The entire content of the appli-
cation is hereby incorporated by reference in its entirety.

FIELD AND TECHNICAL BACKGROUND

The presently disclosed subject matter, in some embodi-
ments thereof, relates to systems and methods of optimizing
cellular networks and, more particularly, but not exclusively,
to systems and methods for automatic adjustment of an
electrical tilt of an antenna that is part of the cellular
network.

Traffic on cellular networks is constantly increasing. For
example, the emergence of smartphones, tablets and other
mobile devices; have created rising demand for internet
connectivity.

Pressure to reduce costs and increase return on investment
have resulted in a search for better ways to improve the
efficiency of currently deployed equipment, or to improve
network planning.

Challenges to modern networks include, for example:
coverage extension for outdoor environments, coverage
extension for indoor environments, reduction of inter-cell
interference, and external interference robustness.

Improvements in coverage and reduction in the level of
interference in cellular networks may translate into an
increased ability of the network to handle higher traffic
volume (i.e., voice and data), with less investment in net-
work infrastructure.

One way to improve coverage and reduce interference is
by adjusting the electrical tilt of the antennas of the network.
One way to select the antenna tilt is based on radio fre-
quency (RF) propagation production for each antenna, then
creating traffic maps based on a digital clutter map (DCM).
Algorithms for optimal antenna configuration selection may
be based on static RF network simulators (e.g., Monte-Carlo
based), where different antenna configurations are evaluated
using a simulator. Alternatively, adjustments are made
manually, by trial and error.

SUMMARY OF THE PRESENTLY DISCLOSED
SUBJECT MATTER

An aspect of some embodiments of the presently dis-
closed subject matter relates to methods and/or systems for
automatically selecting an electrical tilt for an antenna
according to at least one parameter of the antenna indicative
of client resource use. Optionally, coverage to the clients is
relatively improved and interference is relatively reduced.

According to an aspect of some embodiments of the
presently disclosed subject matter there is provided a com-
puter-implemented method for selecting an electrical tilt
angle for at least one antenna, the method being carried out
by a tilt angle calculation unit programmed to carry out the
steps of the method, which comprise: receiving at least one
parameter indicative of mobile client resource use associated
with at least one cellular antenna, the at least one cellular
antenna being part of a plurality of antennas arranged in at
least one cluster as part of a cellular network; and iteratively
adjusting an electrical tilt angle of the at least one antenna
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so that the at least one parameter indicative of client resource
use is maintained within at least one predefined threshold,
thereby providing users of the mobile clients of the at least
one cellular antenna with at least a level of service within the
at least one predefined threshold.

According to some embodiments of the presently dis-
closed subject matter, the at least one parameter indicative of
client resource use comprises at least one parameter indica-
tive of interference.

According to some embodiments of the presently dis-
closed subject matter, the at least one parameter indicative of
interference comprises at least one parameter associated
with measured Received Total Wideband Power (RTWP).
Optionally, the at least one predefined threshold comprises
an upper limit for the mean value of the RTWP during a
predefined time period.

According to some embodiments of the presently dis-
closed subject matter, the lower limit of the target coverage
cost range is reduced with increased client resource use.

According to some embodiments of the presently dis-
closed subject matter, the method further comprises moni-
toring the at least one parameter indicative of client resource
use, and re-selecting the electrical tilt angle when the at least
one parameter indicative of client resource use is outside of
the at least one predefined threshold. Optionally, the pre-
defined range comprises thresholds for a distribution spread
over time of the at least one parameter indicative of client
resource use.

According to some embodiments of the presently dis-
closed subject matter, the method further comprises: select-
ing a target coverage parameter for the at least one antenna
according to the at least one parameter indicative of client
resource use; calculating a coverage cost for the at least one
antenna using an initial electrical tilt angle; and wherein
iteratively adjusting further comprises iteratively adjusting
the electrical tilt angle according to the calculated coverage
cost for the selected tilt angle relative to the target coverage
cost parameter. Optionally, the method further comprises:
calculating a corresponding interference cost of the at least
one antenna using the electrical tilt angle; wherein itera-
tively adjusting further comprises iteratively adjusting the
electrical tilt angle according to the corresponding calcu-
lated interference cost relative to the target coverage cost
parameter. Optionally, the coverage cost and the interference
cost are both calculated using vertical radiation patterns of
the at least one antenna. Optionally, the coverage cost
comprises a coverage cost function calculated as:

10 1
COSteoverage = Z (Gaﬁrl X ;);

n=1
wherein G, is the antenna vertical radiation pattern gain
for the antenna with electrical angle a.
Optionally, the interference cost comprises an interfer-
ence cost function calculated as:

= YG
COoStys e ference 2n=c Ot

=a n

wherein

(H + ASL,_ASL)

> ]+90}—90;

y = min, {tan’l[

and
G,, is the antenna vertical radiation pattern gain on angle
n, for the antenna with initial angle c.



US 9,491,763 B2

3

Optionally, the method further comprises calculating the
coverage cost and corresponding interference cost in view of
the client resource use parameter, for each of the affected
antennas within the cluster, so that the electrical tilt angles
in the affected antennas are adjusted in response to changes
in the tilt angle of the one or more antennas.

According to some embodiments of the presently dis-
closed subject matter, the electrical tilt angle is calculated
according to physical deployment parameters of the at least
one antenna, and considering the distance from the antenna
to the outer edge of a coverage zone of the antenna along the
surface of the earth.

According to some embodiments of the presently dis-
closed subject matter, an initial setting of the electrical tilt
angle is a pre-existing electrical tilt angle setting of the at
least one antenna.

According to some embodiments of the presently dis-
closed subject matter, the method further comprises adding
a new antenna to the at least one cluster, and automatically
selecting the electrical tilt angle for the new antenna accord-
ing to the client resource use parameter.

According to some embodiments of the presently dis-
closed subject matter, the method further comprises remov-
ing an existing antenna from the at least one cluster, and
automatically selecting new electrical tilt angles for the
remaining affected antennas in the cluster, according to the
client resource use parameter.

According to an aspect of some embodiments of the
presently disclosed subject matter there is provided a system
for automatic cellular antenna electrical tilt adjustment com-
prising: at least one cellular antenna arranged in at least one
cluster as part of a cellular network; a computer in electrical
communication with the at least one antenna, the computer
programmed to receive signals from the at least one antenna
and calculate at least one parameter indicative of mobile
client resource use associated with the at least one cellular
antenna; a hardware processor in electrical communication
with the computer and with the at least one antenna; a
non-transitory memory having stored thereon program mod-
ules for instruction execution by the hardware processor,
comprising: a module for iteratively adjusting an electrical
tilt angle of the at least one cellular antenna so that the at
least one parameter indicative of mobile client resource use
is maintained within at least one predefined threshold,
thereby providing users of the mobile clients of the at least
one cellular antenna with at least a level of service within the
at least one predefined threshold.

According to some embodiments of the presently dis-
closed subject matter, the at least one antenna is coupled to
an actuator with remote control capabilities, and the memory
further comprises a module for remotely changing the
existing electrical tilt angle of the at least one antenna
according to the iteratively adjusted electrical tilt angle.

According to some embodiments of the presently dis-
closed subject matter, the at least one antenna is a sector
antenna.

According to some embodiments of the presently dis-
closed subject matter, the cellular network comprises a
Universal Mobile Telecommunications System (UMTS)
network or a Long Term Evolution (LTE) network.

According to some embodiments of the presently dis-
closed subject matter, the system further comprises a com-
puter system programmed to execute program instructions
of a self optimizing network (SON) for the cellular network,
and wherein the modules are programmed for integration
with the SON program.
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According to an aspect of some embodiments of the
presently disclosed subject matter there is provided a com-
puter program product for automatically selecting an elec-
trical antenna tilt angle, the computer program product
comprising: one or more non-transitory computer-readable
storage mediums, and program instructions stored on at least
one of the one or more storage mediums, the program
instructions comprising: program instructions for automati-
cally receiving at least one parameter indicative of client
resource use for at least one antenna of a plurality of
antennas arranged in at least one cluster as part of a cellular
network; program instructions for automatically selecting a
target coverage cost range for the at least one antenna
according to the at least one parameter indicative of client
resource use; program instructions for automatically calcu-
lating a coverage cost for the at least one antenna using an
initial electrical tilt angle; program instructions for auto-
matically calculating a corresponding interference cost of
the at least one antenna using the initial electrical tilt angle;
program instructions for automatically selecting an electri-
cal tilt angle for the at least one antenna, by iteratively
changing the initial tilt angle, so that the calculated coverage
cost for the selected tilt angle is within the target coverage
cost range, and so that the corresponding calculated inter-
ference cost for the selected electrical tilt angle is at a
minimum within the target coverage cost range; and pro-
gram instructions for automatically changing the existing
electrical tilt angle of the at least one antenna according to
the selected electrical tilt angle.

Unless otherwise defined, all technical and/or scientific
terms used herein have the same meaning as commonly
understood by one of ordinary skill in the art to which the
presently disclosed subject matter pertains. Although meth-
ods and materials similar or equivalent to those described
herein can be used in the practice or testing of embodiments
of the presently disclosed subject matter, exemplary meth-
ods and/or materials are described below. In case of conflict,
the patent specification, including definitions, will control.
In addition, the materials, methods, and examples are illus-
trative only and are not intended to be necessarily limiting.

Implementation of the method and/or system of embodi-
ments of the presently disclosed subject matter can involve
performing or completing selected tasks manually, automati-
cally, or a combination thereof. Moreover, according to
actual instrumentation and equipment of embodiments of the
method and/or system of the presently disclosed subject
matter, several selected tasks could be implemented by
hardware, by software or by firmware or by a combination
thereof using an operating system.

For example, hardware for performing selected tasks
according to embodiments of the presently disclosed subject
matter could be implemented as a chip or a circuit. As
software, selected tasks according to embodiments of the
presently disclosed subject matter could be implemented as
a plurality of software instructions being executed by a
computer using any suitable operating system. In an exem-
plary embodiment of the presently disclosed subject matter,
one or more tasks according to exemplary embodiments of
method and/or system as described herein are performed by
a data processor, such as a computing platform for executing
a plurality of instructions. Optionally, the data processor
includes a volatile memory for storing instructions and/or
data and/or a non-volatile storage, for example, a magnetic
hard-disk and/or removable media, for storing instructions
and/or data. Optionally, a network connection is provided as
well. A display and/or a user input device such as a keyboard
or mouse are optionally provided as well.
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BRIEF DESCRIPTION OF THE DRAWINGS

The patent or application file contains at least one drawing
executed in color. Copies of this patent or patent application
publication with color drawing(s) will be provided by the
Office upon request and payment of the necessary fee.

Some embodiments of the presently disclosed subject
matter are herein described, by way of example only, with
reference to the accompanying drawings. With specific
reference now to the drawings in detail, it is stressed that the
particulars shown are by way of example and for purposes
of illustrative discussion of embodiments of the presently
disclosed subject matter. In this regard, the description taken
with the drawings makes apparent to those skilled in the art
how embodiments of the presently disclosed subject matter
may be practiced.

In the drawings:

FIG. 1A is a high level flowchart of a computerized
method of automatically selecting an electrical antenna tilt
angle according to one or more network performance param-
eters, in accordance with exemplary embodiments of the
presently disclosed subject matter;

FIG. 1B is a detailed version of the flowchart of FIG. 1A,

FIG. 2 is a simplified schematic of an exemplary deployed
antenna, with depicting tilting angles in accordance with
some embodiments of the presently disclosed subject matter;

FIG. 3 is a correlation of distances along the ground from
the antenna to the antenna azimuth angles measured from a
horizontal line parallel to the distance along the ground, in
accordance with some embodiments of the presently dis-
closed subject matter;

FIG. 4 is an exemplary vertical cellular antenna radiation
pattern, in accordance with some embodiments of the pres-
ently disclosed subject matter;

FIG. 5 is table of gain values for a zero degree tilt pattern
and a seven degree tilt pattern, correlated with distance, in
accordance with some embodiments of the presently dis-
closed subject matter;

FIGS. 6A-6B are schematics of a network topology
represented by a Voronoi diagram, showing an exemplary
target distance calculation, in accordance with some
embodiments of the presently disclosed subject matter;

FIG. 7 is a schematic diagram to help calculate an initial
electrical tilt angle of an antenna, in accordance with some
embodiments of the presently disclosed subject matter;

FIG. 8 is an exemplary schematic representing Terrain
Height Profile (THP) data retrieved from Google Earth, in
accordance with some embodiments of the presently dis-
closed subject matter;

FIG. 9 is the schematic diagram of FIG. 7, with a coverage
area and associated end angle, in accordance with some
embodiments of the presently disclosed subject matter;

FIG. 10 is the schematic diagram of FIG. 7, with an
interference area and associated end angle, in accordance
with some embodiments of the presently disclosed subject
matter;

FIG. 11 is a block diagram of an exemplary system for
automatically selecting an electrical antenna tilt angle, in
accordance with exemplary embodiments of the presently
disclosed subject matter; and

FIG. 12 is a flowchart of an exemplary method of imple-
menting the method of FIG. 1 and/or for execution by the
system of FIG. 11, in accordance with some embodiments of
the presently disclosed subject matter.

DETAILED DESCRIPTION

The presently disclosed subject matter, in some embodi-
ments thereof, relates to systems and methods of optimizing

10

15

20

25

30

35

40

45

50

55

60

65

6

cellular networks and, more particularly, but not exclusively,
to systems and methods for automatic adjustment of an
electrical tilt of an antenna that is part of the cellular
network.

An aspect of some embodiments of the presently dis-
closed subject matter relates to methods and/or systems for
automatically selecting and/or adjusting an electrical tilt for
a cellular antenna according to a measured cellular network
performance parameter of client resource use which is
associated with the electrical tilt angle of the antenna. In
such a manner, client use of the radiofrequency spectrum of
the antenna is used as feedback to adjust the electrical tilt
angle of the antenna, assuring that clients are provided with
a level of service quality. Optionally, the electrical tilt angle
is iteratively adjusted so that the measured parameter indica-
tive of client resource use is maintained within at least one
predefined threshold defined for a level of service, to help
ensure the clients with a define quality of service.

The antenna may operate within a predefined frequency
spectrum, and/or the energy transmitted by the antenna may
be limited (e.g., by laws and/or regulations), which may
limit the number of users per antenna and/or the download
and/or upload bandwidth that may be allocated to each user.
The limited resources may become strained by client
resource use, for example, if many clients all decide to
download and/or upload large amounts of data at the same
time. The network traffic congestion may reduce the quality
of service to the clients, for example, by sudden disconnec-
tions of existing data transfer sessions and/or preventing
initiation of new data transfer sessions. The network con-
gestion may also similarly affect the quality of service of
voice telephone calls.

The clients are mobile users of the cellular network, for
example, smartphones, tablet computers, laptop computers
with cellular connections, or other mobile devices. Mobile
clients may use the cellular network for wireless data
transfer, for example, to and/or from the internet.

The electrical tilt angle of the antenna may be measured
relative to a horizontal plane perpendicular to the antenna
and/or parallel to the ground. An increase in the electrical tilt
angle is a downtilt of the antenna relative to the horizontal
plane. The electrical tilt angle may be changed by adjusting
the characteristics of signal phases between the antenna
elements. The electrical tilt adjustment may uniformly affect
the signal of the antenna, for example, the signal is uni-
formly tilted downwards. This may be compared to an
adjustment of the mechanical tilt, in which part of the signal
is downtilted and part of the signal is correspondingly
uptilted. Optionally, coverage provided to the mobile clients
is relatively improved by the antenna as the tilt angle is
increased. Tilting the antenna downwards may relatively
increase the antenna gain available to the mobile clients in
proximity to the antenna. Alternatively or additionally, inter-
ference is relatively reduced by the antenna, as the tilt angle
is increased. Tilting the antenna downwards may relatively
decrease the antenna gain outside of the coverage area,
which may reduce external interference. In exemplary
embodiments, the antenna electrical tilt angle is iteratively
changed according to the measured actual network perfor-
mance parameter. Optionally, performance feedback of the
antenna having the adjusted electrical tilt angle iteratively
improves coverage and/or reduces interference.

Interference may be caused, for example, between several
mobile clients that are trying to transfer large amounts of
data at the same time, beyond the ability of the antenna to
handle the simultaneous data transfer. Interference may also
be cause by signals produces from devices that are not
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mobile clients associated with the antenna, for example, by
mobile device clients of other cellular networks in proximity
to the antenna, by mobile devices associated with neighbor-
ing antennas, and/or background environmental noise. Inter-
ference may reduce the amount of bandwidth available to
the mobile clients associated with the antenna.

Optionally, the measured parameter is indicative of cur-
rent network behavior, for example, the number of mobile
users associated with the antenna and/or the amount of data
the users are uploading and/or downloading. Alternatively or
additionally, the measured parameter is indicative of net-
work interference due to the client resource use, for
example, if the data resources are being strained by the
behavior of the users.

Optionally, a target coverage value is selected according
to the level of measured interference. Optionally, the target
coverage is a range. Optionally, a relatively lower limit of
the coverage range is correlated with a relatively higher
level of interference. Optionally, the tilt angle is selected so
that an associated calculated cost falls within the coverage
range. Optionally, the tilt angle is selected so that an
associated calculated interference cost is at a relative mini-
mum for the related calculated cost within the coverage
range. Optionally, the tilt angle is iteratively adjusted to
identify a tilt angle with the associated cost within the target
range. Optionally, the tilt angle is dynamically adjusted in
response to dynamic network resource use.

Optionally, the method is performed for several antennas
of a cluster at about the same time, so that the tilt angles of
the antennas are adjusted approximately together (e.g.,
within several seconds or minutes of each other). Optionally,
the method is performed for all the antennas in the cellular
network at about the same time, so that the entire network
is adjusted together.

Optionally, the method is performed on deployed and/or
operating antennas forming a cellular network.

Optionally, the interference parameter is a Received Total
Wideband Power (RTWP). RTWP may represent the total
level of noise within the cellular network frequency band of
a cell. RTWP may be indicative of the number and/or
frequency of dropped calls. RTWP may be indicative of
performance degradation of internet file downloading and/or
uploading. Optionally, the at least one predefined threshold
of the interference parameter is an upper limit for the mean
value of the RTWP during a predefined time period.

Before explaining at least one embodiment of the pres-
ently disclosed subject matter in detail, it is to be understood
that the presently disclosed subject matter is not necessarily
limited in its application to the details of construction and
the arrangement of the components and/or methods set forth
in the following description and/or illustrated in the draw-
ings and/or the Examples. The presently disclosed subject
matter is capable of other embodiments or of being practiced
or carried out in various ways.

Referring now to the drawings, FIG. 1A is a high level
flowchart of a computerized method of automatically select-
ing and/or adjusting an electrical tilt angle of an antenna
according to one or more measured parameters indicative of
client resource use of the antenna, according to exemplary
embodiments of the presently disclosed subject matter.
Additional details are provided below, for example with
reference to FIG. 1B. The methods may be performed
approximately in parallel for multiple antennas.

Optionally, the method provides for calculation of the
optimized electrical tilt angles in a period of time that is
short enough to allow a substantially real time response to
dynamic mobile client resource use. Optionally, the time
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period is short enough to allow changes to the electrical tilt
to improve the current network performance, for example,
within about 1-10 seconds, or about 10-60 seconds, or about
1-10 minutes, or other smaller or larger values. Optionally,
the time period is short enough so that the method may be
integrated as part of a self optimizing network (SON)
system. Optionally, the time period is short for calculating
the electrical tilt angles for about 1-1000, or about 1000-
10000 antennas.

At 150, a parameter indicative of client resource use for
an antenna of a group of antennas arranged in clusters as part
of a cellular network is received. For example, a computer
monitors the extent of use of the frequency spectrum by
mobile clients transferring data. The computer may periodi-
cally and/or continuously calculates the parameter so that
the degree of network congestion and/or quality of service is
quantified.

At 152, a new electrical tilt angle for the antenna is
selected by iteratively adjusting the existing angle. Option-
ally, the parameter indicative of client resource use is
maintained within a predefined threshold. Optionally, clients
are provided with at least a level of service within the
predefined threshold.

For example, the parameter indicative of client resource
use is associated with the level of interference for the
antenna. The antenna tilt angle may be adjusted so that the
interference associated with the antenna is maintained below
an acceptable threshold. The mobile clients associated (i.e.,
connected to) with the antenna may be provided with high
quality service, less dropped calls and/or faster internet
connectivity rates.

Optionally, at 154, the existing electrical tilt angle of the
antenna is changed to the selected electrical tilt angle.
Optionally, the changing is performed automatically, for
example, by a computer controlling a remote actuator on the
antenna according to the selected tilt angle.

At 156, the method is iteratively repeated so that the
electrical tilt angle is dynamically adjusted according to
client use of the network. Optionally, the dynamic adjust-
ment maintains the quality of service. Alternatively or
additionally, the dynamic adjustment improves the quality of
service.

Optionally, the parameter of client resource use (block
150) is monitored continuously and/or periodically. Option-
ally, at 152 a new electrical tilt angle is selected when the
parameter falls outside of the threshold. Alternatively, the
existing tilt angle is maintained when the parameter falls
within the threshold. Optionally, at 154, the antenna is
adjusted when the new tilt angle has been selected.

Reference is now made to FIG. 1B, which is a detailed
version of the flowchart of FIG. 1A, of a computerized
method of automatically selecting an electrical antenna tilt
angle according to one or more network performance param-
eters, in accordance with exemplary embodiments of the
presently disclosed subject matter. Optionally, the selected
electrical tilt angle relatively improves coverage and/or
relatively reduces interference. Optionally, the selected elec-
trical tilt angle maintains and/or relatively improves the
network performance parameter.

Optionally, the tilt angle is selected in consideration of a
trade-off between coverage and interference. Optionally, the
tilt angle is selected to maintain and/or improve the mea-
sured network performance parameter in view of the trade-
off between coverage and interference. Relatively improving
coverage by increasing the coverage area also relatively
increases interference, which may degrade the quality of
service to clients in the coverage area. Relatively reducing
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interference, which may increase the quality of service to the
clients, may also relatively reduce the coverage area, which
may allow fewer clients to receive service.

At 102, an initial electrical antenna tilt angle is received,
for example, by accessing a database storing the tilt angles
for the antennas. Alternatively or additionally, the initial
electrical tilt angle is measured, for example, by reading
current antenna settings.

Alternatively, the antenna tilt angle is calculated, for
example, using antenna physical deployment parameters as
discussed below. Alternatively or additionally, antenna gains
associated with the tilt angle are received, measured and/or
calculated, for example, as will be described below.

The antenna electrical tilt angle may be calculated from
antenna physical deployment parameters and/or surrounding
network topology. For example, a geographical site location
(e.g., latitude, longitude), a height of deployed antenna
above ground level (AGL), an antenna azimuth (direction in
a horizontal plan), and/or a mechanical antenna tilt. Exem-
plary equations for calculating the antenna tilt angle using
the deployment parameters are discussed below. The
antenna tilt angle may be calculated to be positive (i.e.,
downtilt) or negative (i.e., uptilt).

Reference is now made to FIG. 2, which is a simplified
schematic of an exemplary deployed cellular antenna 202,
with depicting tilting angles in accordance with some
embodiments of the presently disclosed subject matter.
Antenna 202 may be analyzed with respect to surrounding
network topology, for example, antenna 202 is shown as part
of a network having distances between antenna sites of
about 1000 meters.

Antenna 202 is deployed a height 208 above ground level,
for example, about 25 meters as shown.

Antenna 202 may be analyzed in association with a
coverage area 204 and/or an interference area 206. Coverage
area 204 may require relatively high gain from antenna 202.
Coverage area 204 may be located, for example, about
100-400 meters from antenna 202. Interference area 206
may require relatively low gain from antenna 202. Interfer-
ence area 206 may be located, for example, over about 700
meters from antenna 202.

A handover (HO) zone 212 is the transition area between
coverage area 204 and interference area 206. For example,
at about 400-700 meters from antenna 202. HO zone 212
may be the transition between antenna 202 and another
neighboring antenna that has overlapping coverage. Han-
dovers may occur in HO zone 212.

A region 210 that encompasses the area with horizontal
distance less than about 100 meters may not be considered
in the selection of the electrical tilt angle. Region 210 may
be assumed to have relatively high antenna gain and/or
relatively low signal propagation loss, which may compen-
sate for unstable antenna gain. Furthermore, the pattern of
antenna constellation requires a distance greater than 10%},
wherein A is the RF wavelength. For the 900 megahertz
(MHz) frequency band, 10*A is approximately equal to 30
meters.

Abuilding interference area 214 represents interference of
the signal from antenna 202 above a horizontal line 216 due
to, for example, a tall building, a hill, or other geographical
and/or physical features.

The azimuth of antenna 202 is measured relative to
horizontal line 216 (i.e., O degrees of tilt).

Angles a, P, v, and 0 are measured relative to horizontal
line 216. o denotes an angle corresponding to the start of
coverage area 204. [ is the angle corresponding to the end
of coverage area 204. y denotes an angle corresponding to
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the start of interference area 206. 8 denotes an angle
corresponding to the top of building area 214.

Reference is now made to FIG. 3, which are correlations
(e.g., table) 302 of distances measured along the ground
from antenna 202 to the angles measured from horizontal
line 216 that correspond to the distance along the ground.
Correlation values 302 are also correlated with angles «, f3,
v, and/or 0. For reference and clarity, the schematic of FIG.
2 is shown next to table 302.

Optionally, given the distance to reach a target within one
of the predefined zones, the corresponding angle may be
selected using the correlation values. Alternatively or addi-
tionally, given the angle above or below the horizon, the
corresponding distance may be selected.

Optionally, a target distance representing a distance
between the antenna and the furthest area from the antenna
for which adequate coverage is to be provided is calculated.
Optionally, the target distance is calculated from a network
topology diagram. The diagram may be stored, for example,
on a central server, which may allow updates by different
network operators. The diagram may be accessed, for
example, automatically by software that calculates and/or
adjusts the electrical tilt angle. The software may access the
network diagram before the calculations, if the diagram has
been updated since the last access.

Optionally, the target distance is calculated per coverage
sector of the cellular network. Optionally, the target distance
is calculated per sector antenna.

Optionally, the target distance is used in the calculation of
the coverage cost parameter, for example, as discussed
below.

Reference is now made to FIG. 6 A, which is a schematic
of a network topology diagram represented by a Voronoi
diagram and/or Delaunay Triangulation, according to some
embodiments of the presently disclosed subject matter.
Antennas are located at an approximately central site 602
within a coverage cell 604. Optionally, antennas are sector
antennas with coverage represented within dotted lines 606.

FIG. 6B is a blow up of a portion of the diagram of FIG.
6A, showing a sample calculation of a target distance 608.

Target distance 608(D)=(d1+4d2)/2.

Where: d1 is the distance between site 602 and the first
left corner 610A of cell 604 of the Voronoi diagram from a
sector azimuth 612.

Where: d2 is the distance between site 602 and the first
right corner 610B of cell 604 of the Voronoi diagram from
sector azimuth 612.

Reference is now made to FIG. 7, which is a schematic
diagram to help calculate an initial electrical tilt angle 702
of an antenna 706, in accordance with some embodiments of
the presently disclosed subject matter. Optionally, initial tilt
angle 702 is used to calculate the coverage cost and/or
interference cost, for example, as described below. Option-
ally, initial tilt angle 702 is iteratively adjusted to try and
achieve the selected coverage and/or interference, for
example, as described with reference to the method of FIG.
1.

Optionally, electrical tilt angle 702 is in reference to
horizontal line 704.

Optionally, the initial electrical tilt angle is calculated for
each antenna in a sector of a cluster. Optionally, the initial
electrical tilt angle is calculated for all affected antennas
having overlapping coverage.

Optionally, the initial electrical tilt angle is calculated by
obtaining data from a Terrain Height Profile (THP), which
considers changes in elevation at the surface of the earth.
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The changes in elevation may be estimated, for example,
from a database of measured values, such as the Digital
Terrain Map (DTM). DTM is a common data source for
mobile operators around the world. DTM contains terrain
tile bins (50x50 meters or less), where each bin contains
surface height Above Sea Level (ASL).

Optionally, the THP is retrieved for each combination of
latitude, longitude and/or Azimuth, for each deployed
antenna.

Optionally, a database of point sets is generated using the
THP for each antenna. For example, the 0 distance corre-
sponds to the latitude and/or longitude antenna location, the
azimuth (e.g., in degrees) is related to the antenna properties,
the maximal sampling distance from the antenna location is
about 10000 meters, and/or the distance between sampling
points along the maximal sampling distance path is about 50
meters. A single THP may contain, for example, about 200
ASL points at 50 meter steps.

Reference is now made to FIG. 8, which is an exemplary
schematic representing THP data retrieved from Google
Earth, in accordance with some embodiments of the pres-
ently disclosed subject matter.

Referring back to FIG. 7, initial tilt angle 702 « is
calculated using the equation:

L [(H +ASL, - ASLy)
=tan | ——M 4

0
) 9

-90

Where:

H 708 denotes a sector height Above Ground Level
(AGL) 710.

ASL, 712 denotes an antenna location height Above Sea
Level (ASL) 714.

ASL., 716 denotes a target distance D point height Above
Sea Level (ASL) 714.

D 718 denotes a target distance (e.g., meters), for

example, as calculated with reference to FIGS. 6 A-6B.

ASL, for D point may be calculated as an approximation

between the two closest points from the THP dataset for
the antenna.

Optionally, the calculations are in degrees.

Optionally, H+ASL,=ASL,.

Referring back to FIG. 1, at 104, a coverage cost param-
eter is calculated for the antenna. Optionally, the coverage
cost parameter is associated with the gain of the antenna in
relation to the coverage area. Optionally, the antenna has the
initial electrical tilt of block 102, or an adjusted electrical tilt
as will be described below.

Optionally, relatively increased antenna gain over the
coverage area is associated with relatively lower coverage
cost. Alternatively, relatively increased antenna gain over
the coverage area is associated with relatively higher cov-
erage cost.

Optionally, the coverage cost parameter is calculated over
the range of the coverage area, for example, by in incre-
mental increases of the azimuth angle, for example, in steps
of about 1 degree, or about 0.5 degree, or other values.

Optionally, the antenna gain is calculated or obtained
from, for example, a table of values, a mathematical equa-
tion, a vertical cellular antenna radiation pattern, or other
methods.

Reference is now made to FIG. 4, which is an exemplary
schematic of a vertical cellular antenna radiation pattern 402
for an exemplary antenna (e.g., sector antenna) having a
specified electrical tilt angle, in accordance with some
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embodiments of the presently disclosed subject matter.
Optionally, the radiation pattern is used to calculate or
estimate antenna gain at different locations corresponding to
different angles relative to a horizontal line 406, for
example, as will be discussed below. The antenna vertical
radiation pattern may be selected for specific applications
and/or target requirements.

As shown, pattern 402 is associated with the electrical
angle tilt of zero (0) degrees.

Pattern 402 has a main lobe 404 having a relatively high
gain at the electrical tilt angle of zero degree (along angle
scale 408), measuring about 18 decibels (dB) (along decibel
scale 410). Pattern 402 also has smaller side lobes with local
gain peaks, and dips representing local minimum values
between the side lobes.

Reference is now made to FIG. 5, which is a schematic
showing the vertical radiation pattern of FIG. 4 at a zero
degree electrical tilt 502 and at a seven degree electrical tilt
504, in accordance with some embodiments of the presently
disclosed subject matter.

FIG. 5 also shows a table 506 of gain values for zero
degree tilt pattern 502 and seven degree ftilt pattern 504,
correlated with the distance to the target along the ground.
The distances are calculated for increments of one degree
relative to the horizon (i.e. 0O degrees). The correlation
between distance and angle has been discussed in more
detail, for example, with reference to table 302 of FIG. 3.

Table 506 has a column of the difference in gain between
zero degree tilt pattern 502 and seven degree tilt 504 for
different distances (which correlate with different angles
relative to the horizontal line).

Patterns 502 and 504 and/or table 506 may help in
selecting the electrical tilt angle for the antenna. For
example, for the target distance of 356 meters, pattern 504
with the seven degree tilt provides relatively higher gain
(16.6 dB) relative to pattern 502 with zero tilt (14.6 dB).

Reference is now made to FIG. 9, which is the schematic
diagram of FIG. 7, with a coverage area 902 and associated
end angle [} 904, in accordance with some embodiments of
the presently disclosed subject matter. FIG. 9 may be helpful
in calculating a coverage cost function.

Optionally, § 904=c 702+10°. Alternatively, other values
than 10 may be used, for example, 5, 7, 12, or other smaller,
intermediate, or larger values.

Optionally, the coverage cost function is calculated using
the equation:

10 1
CoStcoverage = Z (Gaﬁrl X ;)

n=1

Where:

G,, denotes the antenna vertical radiation pattern gain for
the antenna with the initial angle o 702, for example,
as described with reference to FIG. 5.

The sum of antenna gain values is calculated for start
angle o 702 and end angle [ 704, for the antenna with tilt
angle o 702, for example, as described with reference to
FIG. 5. For example, for the antenna with zero tilt, the gain
from 0-10 degrees may be read from the table: 18+17.9+
17.3+ .. .. For example, for the antenna with seven degrees
of tilt, the gain from 7-17 degrees may be read from the
table: 18+17.7+16.9+15.7+ . . ..

The n step denotes, for example, 1 degree. Other steps
may be used, for example, 2 degrees, 3 degrees, or other
numbers such as fractions of a degree, or larger numbers.
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Referring now back to FIG. 1, optionally at 106, an
interference cost parameter is calculated for the antenna.
Optionally, the interference cost parameter is associated
with the gain of the antenna for the interference area.

Optionally, relatively increased antenna gain over the
interference area is associated with relatively higher inter-
ference cost. Alternatively, relatively increased antenna gain
over the interference area is associated with relatively
reduced interference cost.

Optionally, the interference cost parameter is calculated
over the range of the interference area, for example, by
incremental increases of the azimuth angle, for example, in
steps of about 1 degree, or about 0.5 degree, or other values.

Reference is now made to FIG. 10, which is the schematic
diagram of FIG. 9, with an interference area 1002 and
associated end angle y 1004, in accordance with some
embodiments of the presently disclosed subject matter. FIG.
10 may be helpful in calculating an interference cost func-
tion.

Optionally, the interference cost function is calculated
using the equation:

Costierference = G,

M%

3
1
e

Where:

(H + ASL, ASL)

Y= rnin{taf1 [ D,

n

]+90}—90

G,, denotes the antenna vertical radiation pattern gain on
angle n, for the antenna with initial angle «, for
example, as described with reference to FIG. 5.

Angle y 1004 has positive values below horizontal line
704 and negative values above horizontal line 1006.

ASL,, starts from ASL, value for D point and sampled for
example, every 100 meters, till the end of the THP
distance (e.g., 10000 meters).

Referring now back to FIG. 1, at 108, at least one
parameter indicative of client resource use is received for the
antenna. Optionally, the parameter indicative of client
resource use is received for each antenna in the cluster
and/or in the network.

Optionally, the parameter indicative of client resource use
is a parameter associated with interference, for example,
interference between different clients as discussed herein-
above. Optionally, the parameter associated with network
interference is related to the RTWP, for example, the mean
RTWP, the RTWP for a specified percentile (e.g., 90
percentile), the RTWP spread between neighboring anten-
nas, the RTWP distribution over a predefined time period, or
other parameters. Alternatively or additionally, other suit-
able parameters associated with client resource use and/or
interference may be used.

At 110, a target cost range is selected according to the
parameter of client resource use (received in block 108).
Optionally, target ranges are selected for each antenna.

The target cost range is selected and/or adjusted according
to dynamics of the level of the parameter of client resource
use. For example, the lower limit of the target cost range is
relatively reduced with relatively higher levels of client
resource use. For example, the lower limit of the target cost
range is relatively increased with relatively lower levels of

25

30

35

40

45

14

client resource use. For example, the target cost range is
maintained with substantially unchanging levels of client
resource use.

The selection may be performed automatically by soft-
ware (e.g., using an equation, a look-up table, or a decision
tree) and/or manually by the operator.

At 112, the calculated coverage cost (block 104) is
correlated with the target cost range (block 110) to determine
when the calculated coverage cost falls within the target cost
range.

Optionally, the corresponding calculated interference cost
(block 106) is correlated with the target cost range and/or
with the calculated coverage cost, to determine if the inter-
ference cost is at a local minimum level within the target cost
range.

Optionally, at 114, the electrical tilt angle is adjusted.
Optionally, the electrical tilt angle is incrementally adjusted
up and/or down, for example, in steps of about 1 degree,
about 0.5 degree, about 2 degrees, or other smaller, inter-
mediate or larger degrees. Alternatively, the electrical tilt
angle is maintained. Alternatively, the electrical tilt angle is
adjusted to a pre-determined value, for example, using a
database storing indications between tilt angles and client
resource use parameter values, coverage costs, interference
costs and/or target cost ranges.

Optionally, the electrical tilt angle is adjusted according to
the correlation outcome of block 112.

Optionally, relatively higher interference levels are trans-
lated into a reduction in the size of the coverage areca. The
electrical tilt angle of the antenna is relatively increased, so
that the azimuth of the antenna point closer to the base of the
antenna along the ground. Optionally, relatively lower inter-
ference levels are translated into an increase in the size of the
coverage area. The electrical tilt angle of the antenna is
relatively reduced, so that the azimuth of the antenna points
further away from the base of the antenna.

There may be several tilt angles having calculated cov-
erage costs falling within the target cost range. Fach tilt
angle may be associated with a different interference cost.
Optionally, the tilt angle is adjusted to correspond to the
lowest interference cost (while maintaining the correspond-
ing coverage cost within the target range).

Optionally, the tilt adjustment is performed in two phases.
Optionally, the first gross phase consists of adjusting the tilt
angle so that the coverage cost falls within the target range.
Optionally, the second fine phase consists of adjusting the
tilt angle so that the interference cost is at a local minimum.

Alternatively, the tilt angle is not adjusted, if the selected
tilt angle falls within predefined criteria: the calculated
coverage cost for the selected tilt angle of the antenna falls
within the target cost range and optionally the corresponding
calculated interference cost is at a local minimum.

Optionally, at 116, the parameter indicative of client
resource use (block 108) is monitored.

The parameter of client resource use may be updated, for
example, every about 1 second, about 10 seconds, about 1
minute, about 30 minutes, about 1 hour, about 2 hours, about
6 hours, about 12 hours, or other smaller, intermediate or
larger time frames.

Optionally, the parameter is correlated with a predefined
range. Optionally, the value of the parameter outside of the
predefined range triggers an adjustment of the electrical tilt
angle. Optionally, the electrical tilt angle is adjusted until the
parameter of client resource use falls back to within the
predefined range.

Optionally, the predefined range is a threshold for a
distribution spread over a selected period of time. For
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example, the predefined range is an upper limit on the
amount of interference allowed during the period of time.

Optionally, at 118, the arrangement of the antennas in the
cluster is modified. Optionally, a new antenna is added to the
cluster. Alternatively or additionally, an existing antenna is
removed from the cluster.

Optionally, the addition of the new antenna triggers
adjustment of the tilt angle for the new antenna.

Optionally, the modification of the antenna cluster con-
figuration triggers adjustment of the tilt angles for each of
the affected antennas.

Optionally, antennas may be taken down for maintenance,
with remaining antennas automatically adjusting tilt angles
to compensate for the removed antenna. Optionally, new
antennas and/or nearby affected antennas may be easily
configured.

At 120, one or more blocks in the process are repeated.
Optionally, the iteration selects tilt angles for one or more
antennas, the tilt angles may provide for the best relative
coverage with the lowest relative interference.

Optionally, the process is repeated for each antenna in the
cluster. Optionally, the process is repeated for all the anten-
nas. Alternatively, the process is repeated for antennas
affected by changes to nearby antennas. Reducing coverage
for one antenna may increase interference for neighboring
antennas, as the neighboring antennas may need to allocate
additional resources to clients due to reduce reduction to
those clients by the tilted antenna. Alternatively, the process
is repeated for each antenna as needed. In this manner the
system may self adjust tilt angles for antennas as defined, for
example, by feedback from the measured network perfor-
mance parameter for each of the antennas.

Optionally, the process is repeated for each antenna
independently of the other antennas. For example, the cal-
culations are performed in parallel. Optionally, the parallel
and/or independent processing, may allow relatively short
calculation times. For example, a set of linear equations may
be set up and solved. Optionally, tilt angles may respond
quickly to changing conditions and/or resource use.

Reference is now made to FIG. 11, which is an exemplary
system 1100 for automatically selecting an electrical antenna
tilt according to one or more parameters indicative of user
resource use, in accordance with exemplary embodiments of
the presently disclosed subject matter. Optionally, system
1100 executes the computerized method described with
reference to FIG. 1.

Optionally, system 1100 may allow adjustment of the tilt
angles to be performed independently for each antenna. The
electrical tilt angle of the antenna may be performed locally
and/or remotely from a central site. Optionally, part of
system 1100 is located remotely, for example, at the antenna
tower, connected to the radio access network, which may
allow a field technician to locally operate the software.
Alternatively or additionally, part of system 1100 is centrally
located, for example, in a network control building, con-
nected to the core network, which may allow a network
technician to centrally operate the software.

Multiple antennas 1102A-C are arranged to provide wire-
less coverage as part of a cellular network. Optionally,
antennas 1102A-C are sector antennas. Optionally, antennas
1102A-C are arranged in at least one cluster, optionally with
overlapping coverage to allow for client hand-offs.

Optionally, the cellular network is a Universal Mobile
Telecommunication System (UMTS) network. Alternatively
or additionally, the cellular network is a Long Term Evolu-
tion (LTE) network. Alternatively or additionally, the anten-
nas may be part of other types of cellular networks.
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One or more processors 1104 are in electrical communi-
cation with antennas 1102A-C, for example, residing in the
radio access network. Processor 1104 is programmed to
process received data from antennas 1102A-C to calculate
one or more parameters indicative of client resource use per
antenna 1102A-C.

An optional second processor 1106 is in electrical com-
munication with processor 1104, for example, by a network
linking a central office with the radio access network.
Processor 1106 may be a tilt angle calculation unit pro-
grammed to carry out the steps of the method of FIGS. 1A
and/or 1B.

Optionally, one or more remote actuators 1108 are in
electrical and/or mechanical communication with antennas
1102A-C, for example, residing within the same physical
structure supporting antennas 1102A-C. Actuator 1108 is in
electrical communication with processor 1106. Processor
1106 remotely controls actuator 1108 to remotely adjust the
electrical tilt angle of antennas 1102A-C.

Optionally, processor 1104 is in electrical communication
with a non-transient memory 1110 storing program instruc-
tion for execution by processor 1104. Optionally, the pro-
gram instructions comprise a self optimizing network
(SON), a program for automatically optimizing the perfor-
mance of the cellular network.

Optionally, processor 1106 is in electrical communication
with a non-transient memory 1112 storing one or more
modules 1114 A-C for instruction execution by the hardware
processor, for example:

a module for automatically determining a target coverage
cost range for the at least one antenna according to the at
least one parameter indicative of client resource use;

a module for automatically calculating a coverage cost for
the at least one antenna using an initial electrical tilt angle;

a module for automatically calculating a corresponding
interference cost of the at least one antenna using the initial
electrical tilt angle;

a module for automatically selecting an electrical tilt
angle for the at least one antenna, by iteratively changing the
initial tilt angle, so that the calculated coverage cost for the
selected tilt angle is within the target coverage cost range,
and so that the corresponding calculated interference cost for
the selected electrical tilt angle is at a minimum within the
target coverage cost range; and/or

a module for remotely changing the existing electrical tilt
angle of the at least one antenna according to the selected
electrical tilt angle.

Optionally, modules 1114A-C are programmed for inte-
gration with the SON program.

Optionally, a display screen 1116 in electrical communi-
cation with processor 1106 displays text, images and/or
other data.

Optionally, an input unit 1118 in electrical communication
with processor 1106 allows the operator to control processor
1106 and/or related devices such as the actuator 1108.

Reference is now made to FIG. 12, which is a flowchart
of an exemplary method of implementing the method of
FIG. 1 and/or for execution by the system of FIG. 11, in
accordance with some embodiments of the presently dis-
closed subject matter.

Antenna deployment patterns 1202 (e.g., current electrical
tilt angle) are provided to calculate cost functions 1204 (e.g.,
coverage, interference), for example, as described with
reference to block 104 of FIG. 1. The cost functions may be
calculated for each antenna.

Sector performance data 1206 is analyzed to provide
antenna performance data 1208 indicative of client resource
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use, for example, as described with reference to block 108
of FIG. 1. For example, rtwpMean (mean RTWP values),
rtwpPercentile (RTWP value corresponding to a certain
percentile), incomingNeighborsNumber (identification
number to access affected neighboring antennas).

Parameters 1210 specify control variables in the adjust-
ment of the electrical tilt angle. Parameters 1210 may be
preset by the manufacturer, manually adjustable by the
operator and/or automatically adjustable by software. For
example, maxUpTiltStep (incremental number of degrees
per angle increase), maxDownTiltStep (incremental number
of degrees per angle decrease), referenceRtwpLow (lowest
acceptable level of RTWP), referenceRtwpHi (highest
acceptable level of RTWP), deltaRtwpRefThreshold, del-
taRtwpThreshold1, deltaRtwpThreshold2 (highest accept-
able change thresholds in magnitude of RTWP), coverage-
Factorl, coverageFactor2, coverageFactor3,
coverageFactor4 (lower limits of the target cost range).

At 1212, the bestTilt is determined by calling the function
findBestTiltbyCoverage( ). The bestCoverage is determined
by calling the function findBestCoverage( ). The tilt and/or
corresponding coverage are determined, for example, as
described with reference to FIG. 1.

At 1214A, the effect of the current tilt is analyzed. If the
current tilt angle is lower than previous tilt angles (i.e.,
higher coverage range; currentTilt<bestTilt), then the cur-
rent target coverage range is maintained. If the current tilt
angle is higher (i.e., worse coverage), then the degree of
interference (e.g., RTWP) is analyzed to determine the
corresponding new target coverage range. The spread of
interference is measured: deltaRTWP=|rtwpPercentile—
rtwpMeanl. At 1214B, the extent of the spread of interfer-
ence is compared to threshold values to select the new
coverage target range accordingly:
deltaRtwp<=deltaRtwpThreshold1,
deltaRtwpThreshold1<deltaRtwp<deltaRtwpThreshold2, or
other values. If the extent of the spread of noise is relatively
low (i.e., deltaRtwp<=deltaRtwpThreshold1), then at 1214C
another decision is made to select the new coverage target
accordingly. An acceptable interference level is obtained
(rtwpRef=findRtwpRef( ). If the spread of interference is
within acceptable limits (IrtwpMean—
rtwpRefl<deltaRtwpRefThresholdl, then the current cover-
age is maintained. Otherwise, a new coverage target range is
selected.

For 1214A-1214C, the new coverage is selected by cov-
erageFactorsl-4.

At 1216, the new target coverage range is selected:
requiredCoverage=bestCoverage*coverageFactor.

At 1218, the tilt with the lowest interference cost within
the target coverage range is determined. For example,
required Tilt=findRequired TiltByCoverage finds the lowest
interference cost that is placed between bestCoverage and
requiredCoverage values).

Optionally, at 1220, the current tilt angle is iteratively
adjusted up or down to find the best tilt angle. For example,
decisionTilt=calculateDecisionTilt( ) calculates the tilt
according to one or more parameters 1210: maxUpTiltStep,
maxDownTiltStep, and/or maxFineTuneDownTiltStep.

It is expected that during the life of a patent maturing from
this application many relevant cellular network antennas
will be developed and the scope of the term antenna is
intended to include all such new technologies a priori.

As used herein the term “about” refers to +10%.

The terms “comprises”, “comprising”, “includes”,
“including”, “having” and their conjugates mean “including
but not limited to”.
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The term “consisting of” means “including and limited

to”.
The term “consisting essentially of” means that the com-
position, method or structure may include additional ingre-
dients, steps and/or parts, but only if the additional ingre-
dients, steps and/or parts do not materially alter the basic and
novel characteristics of the claimed composition, method or
structure.

As used herein, the singular form “a”, “an” and “the”
include plural references unless the context clearly dictates
otherwise. For example, the term “a compound” or “at least
one compound” may include a plurality of compounds,
including mixtures thereof.

Throughout this application, various embodiments of this
presently disclosed subject matter may be presented in a
range format. It should be understood that the description in
range format is merely for convenience and brevity and
should not be construed as an inflexible limitation on the
scope of the presently disclosed subject matter. Accordingly,
the description of a range should be considered to have
specifically disclosed all the possible subranges as well as
individual numerical values within that range. For example,
description of a range such as from 1 to 6 should be
considered to have specifically disclosed subranges such as
from 1 to 3, from 1 to 4, from 1 to 5, from 2 to 4, from 2 to
6, from 3 to 6 etc., as well as individual numbers within that
range, for example, 1, 2, 3, 4, 5, and 6. This applies
regardless of the breadth of the range.

Whenever a numerical range is indicated herein, it is
meant to include any cited numeral (fractional or integral)
within the indicated range. The phrases “ranging/ranges
between” a first indicate number and a second indicate
number and “ranging/ranges from” a first indicate number
“to” a second indicate number are used herein interchange-
ably and are meant to include the first and second indicated
numbers and all the fractional and integral numerals ther-
ebetween.

It is appreciated that certain features of the presently
disclosed subject matter, which are, for clarity, described in
the context of separate embodiments, may also be provided
in combination in a single embodiment. Conversely, various
features of the presently disclosed subject matter, which are,
for brevity, described in the context of a single embodiment,
may also be provided separately or in any suitable subcom-
bination or as suitable in any other described embodiment of
the presently disclosed subject matter. Certain features
described in the context of various embodiments are not to
be considered essential features of those embodiments,
unless the embodiment is inoperative without those ele-
ments.

Although the presently disclosed subject matter has been
described in conjunction with specific embodiments thereof,
it is evident that many alternatives, modifications and varia-
tions will be apparent to those skilled in the art. Accordingly,
it is intended to embrace all such alternatives, modifications
and variations that fall within the spirit and broad scope of
the appended claims.

All publications, patents and patent applications men-
tioned in this specification are herein incorporated in their
entirety by reference into the specification, to the same
extent as if each individual publication, patent or patent
application was specifically and individually indicated to be
incorporated herein by reference. In addition, citation or
identification of any reference in this application shall not be
construed as an admission that such reference is available as
prior art to the presently disclosed subject matter. To the
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extent that section headings are used, they should not be
construed as necessarily limiting.

The invention claimed is:

1. A computer-implemented method of selecting an elec-
trical tilt angle for at least one antenna, the method being
carried out by a tilt angle calculation unit programmed to
carry out the steps of the method, which comprise: receiving
at least one parameter indicative of mobile client resource
use associated with at least one cellular antenna, the at least
one cellular antenna being part of a plurality of antennas
arranged in at least one cluster as part of a cellular network;
selecting a target coverage parameter for the at least one
antenna according to the at least one parameter indicative of
client resource use; calculating a coverage cost for the at
least one antenna using an initial electrical tilt angle; itera-
tively adjusting an electrical tilt angle of the at least one
antenna so that the at least one parameter indicative of client
resource use is maintained within at least one predefined
threshold, thereby providing users of the mobile clients of
the at least one cellular antenna with at least a level of
service within the at least one predefined threshold and
wherein iteratively adjusting further comprises iteratively
adjusting the electrical tilt angle according to the calculated
coverage cost for the selected tilt angle relative to the target
coverage cost parameter.

2. The computerized method of claim 1, wherein the at
least one parameter indicative of client resource use com-
prises at least one parameter indicative of interference.

3. The computerized method of claim 2, wherein the at
least one parameter indicative of interference comprises at
least one parameter associated with measured Received
Total Wideband Power (RTWP).

4. The computerized method of claim 3, wherein the at
least one predefined threshold comprises an upper limit for
the mean value of the RTWP during a predefined time
period.

5. The computerized method of claim 1, wherein the
lower limit of the target coverage cost range is reduced with
increased client resource use.

6. The computerized method of claim 1, further compris-
ing monitoring the at least one parameter indicative of client
resource use, and re-selecting the electrical tilt angle when
the at least one parameter indicative of client resource use is
outside of the at least one predefined threshold.

7. The computerized method of claim 6, wherein the
predefined range comprises thresholds for a distribution
spread over time of the at least one parameter indicative of
client resource use.

8. The computerized method of claim 1, further compris-
ing: calculating a corresponding interference cost of the at
least one antenna using the electrical tilt angle; and wherein
iteratively adjusting further comprises iteratively adjusting
the electrical tilt angle according to the corresponding
calculated interference cost relative to the target coverage
cost parameter.

9. The computerized method of claim 8, wherein the
coverage cost and the interference cost are both calculated
using vertical radiation patterns of the at least one antenna.

10. The computerized method of claim 1, wherein the
coverage cost comprises a coverage cost function calculated
as:

10 1
CoSicoverage = Z (Gaﬁrl X ;);

n=1

5

20

25

30

35

50

o
o

20

wherein G, is the antenna vertical radiation pattern gain for
the antenna with electrical angle c.

11. The computerized method of claim 8, wherein the
interference cost comprises an interference cost function
calculated as:

COStrerference™2n=c G

wherein

(H + ASL,_ASL)

y = min, {tan’l[ ] + 90} — 90,

n

and
G,, is the antenna vertical radiation pattern gain on angle
n, for the antenna with initial angle c.

12. The computerized method of claim 8, further com-
prising calculating the coverage cost and corresponding
interference cost in view of the client resource use param-
eter, for each of the affected antennas within the cluster, so
that the electrical tilt angles in the affected antennas are
adjusted in response to changes in the tilt angle of the one
or more antennas.

13. The computerized method of claim 1, wherein the
electrical tilt angle is calculated according to physical
deployment parameters of the at least one antenna, and
considering the distance from the antenna to the outer edge
of a coverage zone of the antenna along the surface of the
earth.

14. The computerized method of claim 1, wherein an
initial setting of the electrical tilt angle is a pre-existing
electrical tilt angle setting of the at least one antenna.

15. The computerized method of claim 1, further com-
prising adding a new antenna to the at least one cluster, and
automatically selecting the electrical tilt angle for the new
antenna according to the client resource use parameter.

16. The computerized method of claim 1, further com-
prising removing an existing antenna from the at least one
cluster, and automatically selecting new electrical tilt angles
for the remaining affected antennas in the cluster, according
to the client resource use parameter.

17. A system for automatic cellular antenna electrical tilt
adjustment comprising: at least one cellular antenna
arranged in at least one cluster as part of a cellular network;
a computer in electrical communication with the at least one
antenna, the computer programmed to receive signals from
the at least one antenna and calculate at least one parameter
indicative of mobile client resource use associated with the
at least one cellular antenna; a hardware processor in elec-
trical communication with the computer and with the at least
one antenna; a non-transitory memory having stored thereon
program modules for instruction execution by the hardware
processor, comprising: a module for selecting a target cov-
erage parameter for the at least one antenna according to the
at least one parameter indicative of client resource use;
calculating a coverage cost for the at least one antenna using
an initial electrical tilt angle; iteratively adjusting an elec-
trical tilt angle of the at least one cellular antenna so that the
at least one parameter indicative of mobile client resource
use is maintained within at least one predefined threshold,
thereby providing users of the mobile clients of the at least
one cellular antenna with at least a level of service within the
at least one predefined threshold and wherein iteratively
adjusting further comprises iteratively adjusting the electri-
cal tilt angle according to the calculated coverage cost for
the selected tilt angle relative to the target coverage cost
parameter.
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18. The system of claim 17, wherein the at least one
antenna is coupled to an actuator with remote control
capabilities, and the memory further comprises a module for
remotely changing the existing electrical tilt angle of the at
least one antenna according to the iteratively adjusted elec-
trical tilt angle.

19. The system of claim 17, wherein the at least one
antenna is a sector antenna.

20. The system of claim 17, wherein the cellular network
comprises a Universal Mobile Telecommunications System
(UMTS) network or a Long Term Evolution (LTE) network.

21. The system of claim 17, further comprising a com-
puter system programmed to execute program instructions
of a self optimizing network (SON) for the cellular network,
and wherein the modules are programmed for integration
with the SON program.

22. A computer program product for automatically select-
ing an electrical antenna tilt angle, the computer program
product comprising:

one or more non-transitory computer-readable storage

mediums, and program instructions stored on at least

one of the one or more storage mediums, the program

instructions comprising:

program instructions for automatically receiving at
least one parameter indicative of client resource use

10

15

20

22

for at least one antenna of a plurality of antennas
arranged in at least one cluster as part of a cellular
network;

program instructions for automatically selecting a tar-
get coverage cost range for the at least one antenna
according to the at least one parameter indicative of
client resource use;

program instructions for automatically calculating a
coverage cost for the at least one antenna using an
initial electrical tilt angle;

program instructions for automatically calculating a
corresponding interference cost of the at least one
antenna using the initial electrical tilt angle;

program instructions for automatically selecting an
electrical tilt angle for the at least one antenna, by
iteratively changing the initial tilt angle, so that the
calculated coverage cost for the selected tilt angle is
within the target coverage cost range, and so that the
corresponding calculated interference cost for the
selected electrical tilt angle is at a minimum within
the target coverage cost range; and

program instructions for automatically changing the
existing electrical tilt angle of the at least one
antenna according to the selected electrical tilt angle.
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